
Los Angeles Dance Project: Specific Repertory Requirements 

 

HEARTS & ARROWS 
 

Stage Requirements:  
Minimum Proscenium Opening: 40’ wide x 32’ (13m wide x 10m high) 
Minimum Stage Depth: 33’ (10m) from Plaster Line to upstage most line set Minimum 
Number of Linesets: 20 (Electrics and Soft Goods) 
Minimum Height Clearance Offstage: 5m unobstructed offstage and in wings 
Crossover Space Requirements: Stage level, upstage of last line-set or behind stage (Not 
included in minimum stage depth.)  
 
Minimum Plot Specifications:  

● Between six to ten overhead electrics – number depends on size of venue and              
program. 

● Minimum of 180 2.4k dimmers 
● At least (6) 5k dimmers 
● 2 colors of backlight wash covering the entire stage with control for left,             

center, and right. Typically PAR64 MFL’S hung 8 units across per color, 3             
rows deep. 

● 2 colors of frontlight wash covering the entire stage with control for left,             
center, and right. Typically 5 units across per color from FOH and the same              
from the #1 Electric. 

● 2 colors of box boom washes from the sides of the auditorium. 
● 10 lighting towers / booms (5 per side) with 4 units per boom: 2 shins, mid,                

and head. Typically 40 Source Four 36º or equivalent. 
● 3 colors of asymmetric cyc lights from a ground row for rear-lighting drops             

evenly across 45’ / 14m. Typically 30 units @ 1kw each. 
● Scenery 

◦ A flying system that is able to completely fly out legs and backdrops. The              
piece begins with a normal dance set-up of legs, borders and backdrops.            
During the piece all these elements fly away to reveal an empty stage. 

◦ Grey Marley: A grey vinyl “Marley” dance floor that covers the stage with at              
least 30’ (9.35m) of depth by 60’ (18m) of width) 

◦ White Cyclorama: A white plastic cyclorama 
◦ Full Stage Black: A full stage black velour backdrop. A single piece is             

preferred. If this must be made from two pieces the pieces must match exactly              
on the bottom to create a single hard line as it is flown out 

◦ Bounce: A full sized white fabric to tie onto a flying pipe upstage of the               
cyclorama and cyclorama lights to reflect light onto the back of the            
cyclorama. 

◦ (4) 20' tall truss towers - typically comprised of 12" box truss on steel base               



plates.  
  

● Specific Repertory Light Requirements 
◦ (9) PAR64 NSP / CP61 on floor plates at the rear, facing the audience 
◦ (2) 2.4kw HMI Fresnels with DMX dousers and barn doors 
◦ (2) 5kw incandescent Fresnels with barn doors 
◦ (3) additional profiles and (2) additional PARs overhead. 
 
◦ (20) PAR 38 or equivalent rigged from back of trusses 
◦ (4) PAR NSP / CP61 at tops of trusses - chrome, not black 
◦ (8) Mini-10’s @ 1kw inside trusses uplighting them (2 per truss). 
◦ (3) 18” scoops @ 500w rigged from trusses - chrome/silver if possible 
◦ (7) PAR MFL / CP62 rigged from trusses - chrome/silver if possible 
◦ (2) 5kw Skypans with snouts on rolling baby giant grip stands – with a live             

move by a deck electrician (therefore 2 deck elecs required)  
◦ (2) 2kw Mighty Moles on rolling baby giant grip stands  

 

 


